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Weep-Armor™ by York Manufacturing, Inc. is a free-draining mesh, made from polymer strands that will not degrade within the wall cavity.  This wicking fabric is designed to keep weep holes clear of mortar droppings and debris.   When placed in the cavity on top of the through-wall flashing at the base of a wall, the Weep-Armor shields and provides water a path to the weep hole vents.  Weep-Armor does not oxidize, rot, support mold or fungus, or react with common building materials, including mortar, cement, asphalt, polyurethanes, polyether, silicones, modified bitumen, PVC, copper, steel, or galvanized metal.  The material is highly resistant to UV degradation and will not clog with mortar or debris.

SECTION 040523
MASONRY ACCESSORIES
PART 1
GENERAL

1.1
SUMMARY

A.
This Section specifies a fabric mesh to prevent clogging of weep holes and vents in masonry cavity walls.

B. 
Related Sections:  Refer to the following specification sections for coordination:  

1.
Section 042000 - Unit Masonry.

2.
Section 076200 - Sheet Metal Flashing and Trim.

1.2 
SUBMITTALS

A.
Product Data:  Submit manufacturer's product data and installation instructions.

B.
Quality Assurance: Product certificates signed by manufacturer certifying materials comply with specified performance characteristics and criteria for recycled content and resistance to growth of mold pursuant to test method ASTM D 3273 and ASTM G 21.

1.3 
QUALITY ASSURANCE

A.
Installer Qualifications:  Installer experienced in performing work of this section who has specialized in installation of work similar to that required for this project.

B.
Pre-installation Meeting:  Conduct pre-installation meeting to verify project requirements, substrate conditions, manufacturer’s installation instructions, and sequencing requirements. 

1.4 
DELIVERY, STORAGE AND HANDLING

A.
Deliver materials and products in unopened factory labeled packages. Protect from damage.

B.
Storage and Protection:  Store materials protected from exposure to harmful weather conditions and at temperature conditions recommended by manufacturer.  Do not expose material to direct sunlight for more than 3 months.

1.5
WARRANTY

A.
Manufacturer’s Warranty:  Submit manufacturer’s standard warranty against defects in manufacturing.

PART 2 - PRODUCTS

2.1
MANUFACTURER

A.
Masonry Accessories:  Weep-Armor as manufactured by York Manufacturing, Inc.; 43 Community Drive; Sanford, ME 04073.  Toll Free Telephone:  (800) 551-2828; Telephone:  (207) 324-1300; Fax: (888) 819-2592, E-mail: info@yorkmfg.com.

2.2 
MASONRY ACCESSORIES

A.
Fabric Mesh to Prevent Clogging of Weep Holes:  Non-woven polyester fabric used as part of masonry cavity drainage systems with flashing, weep holes or weep vents. Drapes over interior side of weep vent/holes keeping them free of mortar and debris; routes water to flashing and to weeps by wicking through body of product. 

1.
Product:  Weep-Armor as manufactured by York Manufacturing, Inc.

2. 
Materials:  Recycled polyester, free-draining mesh, made from polymer strands that will not degrade within the cavity wall.

3.
Recycled Content:  93 percent.

4.
Mold Growth Resistance:  In compliance with ASTM D 3273 and ATM G 21.

5.
Typical Size:  12 inch and 18 inch width as applicable to project.

6. 
Compatible with UniverSeal US-100

PART 3 - EXECUTION

3.1
INSTALLATION

A.
Installation of Fabric Mesh to Prevent Clogging of Weep Holes:  Install in accordance with manufacturers instructions and recommendations including the following:

1.
Inspect flashing for holes prior to installing fabric mesh.  Coordinate repair of holes with installer of flashing.

2.
Place a continuous row of fabric mesh one inch into the mortar joint of the third row of standard size exterior bricks in collar joints, cavity walls, or lintels. Drape excess material onto base of flashing. Ensure that flashing is clean of mortar droppings and debris.  Adhesives and fasteners are not required; mortar need not have set.

3.
If excessive droppings are expected, use a taller height fabric mesh and taller flashing. 

4.
If bricks are not a standard size, then you need to make sure that the fabric mesh is installed up the brick wall at least 8” and that it drapes at least 2 inches into the cavity.
5.
Cut or tear to accommodate wall ties, conduit, plumbing or other materials that bridge or intrude into cavity between inner and outer walls.

3.2
PROTECTION

A.
Protection:  Protect installed product from damage during construction activities. 
END OF SECTION
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